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 The fence fabric shall be lowered to within two inches of grade along the west fenceline and the 
bottom tension wire shall be pulled tight.  The existing gate on the west side shall be lowered to 
within six inches above grade.   

 Relocate existing guy wires on the west fence line to prevent a potential intruder from gaining 
access to the site.   

 A new security fence running east-west shall be installed to divide the site along the access road 
between the reservoir and the lagoons.  This fence shall extend across the entire width of the site.  
Two maintenance swing gates shall be installed in the new fenceline at field location determined 
by DWSD personnel.   

 Vegetation on DWSD property near all existing fences shall be cleared as required to perform the 
work.   

 A portion of the east fenceline has bee temporarily removed for work being performed under 
contract (NUMBER); all security installation work shall be coordinated with other contractors at 
site.   

 
Springwells WTP  
 A bottom rail shall be installed on all perimeter chain link fencing.  All barbed wire outriggers 

facing the outside of DWSD property shall be reversed to face inside.  All fence posts found not 
to be plumb shall be replaced or straightened to be plumb.  The existing top rail is too small and 
shall be replaced to comply with DWSD standards.   

 Posts on the southern ornamental fenceline with minor damage shall be replaced; four pieces 
only.   

 The southern 310’ of the eastern fenceline has heaved and shall be removed and reinstalled to the 
proper height (8’ – 0”).  Vegetation on the northern 240’ of the east fenceline shall be removed.   

 The entire northern 2140 lf of the fenceline shall be replaced.  The top rail and posts are too 
small and shall be replaced to comply with DWSD standards.  The eastern part of the fence that 
runs north-south is in a ditch/swale that has walls of two feet thickness on both sides of the 
fence.   

 Provide a power outlet at the Guard House.   
 The western portion of the fenceline is in good condition and needs only minor repair to the 

mesh and posts.  Vegetation growing on the fenceline shall be removed.   
 
Southwest WTP 
 A bottom rail shall be installed along the entire chain link fence.  Barbed wire outriggers facing 

the outside of DWSD shall be reversed to face inside.  The fence posts shall be plumbed.   
 The southern portion of the fenceline is in a low area and most of the posts have heaved.  There 

is a gap of up to nine inches between the grade and bottom of the mesh.  The fabric shall be 
lowered or replaced to reduce this gap to no more than two inches.  Replace the heaving posts 
and the barbed wire strands with new.   

 Repair mesh, add a bottom rail and straighten the posts on the north and east perimeter 
fencelines.   

 The west side fenceline is the right-of-way fence for I-75 and ownership of the fence shall be 
verified in writing prior to construction.  The mesh for this fence line is placed on the inside face 
of the posts and shall be moved to the outside.  The barbed wire positioned outside of the fence 
shall be reversed to face the inside of DWAD property.  The majority of the fence is in danger of 
sliding into the nearby river and shall be replaced and relocated away from the river slope; 870’ 
of total replacement is required on this side.   

 






